
cinering®  X L O | M117 
WIRELESS CONTROL | Model No. CRXLOM1W

PHYSICAL SPECIFICATIONS: 
Inner Diameter	 10.25” H x 14.25” W - Oval ..................................
Outer Diameter	 13.75” H x 17.75” W - Oval .................................
Thickness	 0.75” .........................................
Weight	 19.5 oz. .............................................
Shipping Weight (Avg. Pkg.)	 20.5 Lbs. .............
Shipping Dimensions	 20.66” x 17.20” x 8.40” ........................

MOUNTING SPECIFICATIONS: 
Bungee Mount	 4 Point Bungee System .................................
	 Connects at Eyebrow & Bottombrow Tiedowns 
	 Fits most 6x6 & 4x5 studio matte boxes 

ELECTRICAL & CONTROL SPECIFICATIONS:  
Voltage Input	 10.5 - 16.4 VDC ....................................
Power Mains Cable	 6” ..........................
Power Connection Type	 2.1/5.5mm In-line Power Jack ...................
Amperage	 1.75 amps @ 12 VDC ........................................
Dimmer PWM Frequency	 20 kHz .................
Wireless Transceiver	 2.4GHz / RC4-ID Encryption .........................
Default DMX Addresses	 509 (Warm) / 510 (Cool) ...................
Default DMX Address Range	 500-512 ............
Full Universe DMX Options	 Custom Range can be set prior to delivery ...............
Wireless Range	 200’ Line of Site, Standard 2dBi Antenna ................................
	 800’ Line of Site, Optional 14dBi Antenna 
DMX Values 2800º-6000º	 100 Degree Increments - Download Here .................

PHOTOMETRICS: 
Max Output Both Colors	 174 fc @ 1’ ..................
Max Output One Color 2800º	 82 fc @ 1’ ...........
Max Output One Color 6000º	 92 fc @ 1’ ...........
Nominal Color Range	 2800º - 6000º .......................
Max Color Range	 2700º - 6300º .............................

ENVIRONMENTAL: 
Ambient Operating Temp	 10ºF / -12ºC  to 102ºF / 39ºC ..................

Cinering® XLO & Wireless Cinering® Controller Contain Transceiver Modules.
These devices comply with Part 15 of FCC Rules.
US FCC ID: OUR-XBEEPRO   |   Canada IC: 4214A-XBEEPRO   |   Europe CE ETSI1  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AVAILABLE 
ACCESSORIES:


- 14dBi External Antenna 
Kit, 800’ Range


- DMXio Transceiver, for 
Dimming Console Control

INCLUDED 
ACCESSORIES:


- Cinering® Controller, 200’ 
Range


- Battery & AC Power 
options for controllers


- Power Adapters

INCLUDED 
POWER ADAPTERS:


- 12V LiIon Battery

- AC Adapter - 2.1mm DC

- 4-Pin XLR - 2.1mm DC

- P-Tap - 2.1mm DC

- 2 Pin Lemo - 2.1mm DC

- 3 Pin Fischer -2.1mmDC

- 2.1mm DC Zoom Lens 

Extension, 3’

Cinering® is a Registered Trademark of CINELED, Inc.
Patent(s) Pending
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